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CONTRACT:  DB00412 
WBS ELEMENT: 17BP.2.R.84 
COUNTY:  Lenoir 
ROUTE:  SR 1311 
DESCRIPTION:        Replacement of Bridge 49 over Bear Creek 
 
 

ADDENDUM 1 
 

TO:     PROSPECTIVE BIDDERS 
 
Please note the following revisions to the proposal. 
  

• Revised the Price Adjustment – Asphalt Binder for Plant Mix to $429.00.  
A revised page 29 Add 1 is attached. 

• A revised electronic file has been uploaded to bid express named 
DB00412.001 

Please make sure to sign the addendum page in the proposal to acknowledge this 
addendum. 
  
 

Sincerely, 
 

 
 
Mary Voelker Moore, PE 
Division Contract Engineer 
 
 

cc: Ms. Heather Lane, PE 
 Mr. J. Aaron Bullard, PE 
            Mr. William Kincannon, PE 
            Ms. Claudia Wainwright 

http://www.ncdot.gov/


PRICE ADJUSTMENT - ASPHALT BINDER FOR PLANT MIX:
(11-21-00) 620 SP6 R25

Price adjustments for asphalt binder for plant mix will be made in accordance with Section 620 of the
2018 Standard Specifications.

The base price index for asphalt binder for plant mix is $ 429.00 per ton.

This base price index represents an average of F.O.B. selling prices of asphalt binder at supplier's terminals on
March 1, 2018.

FINAL SURFACE TESTING NOT REQUIRED:
(5-18-04) (Rev. 2-16-16) 610 SP6 R45

Final surface testing is not required on this project in accordance with Section 610-13, Final Surface Testing 
and Acceptance.

ASPHALT CONCRETE PLANT MIX PAVEMENTS:
(2-20-18) 610, 1012 SP6 R65

Revise the 2018 Standard Specifications as follows:

Page 6-17, Table 610-1, MIXING TEMPERATURE AT THE ASPHALT PLANT, replace with the 
following:  

TABLE 610-1
MIXING TEMPERATURE AT THE ASPHALT PLANT

Binder Grade JMF Temperature
PG 58-28; PG 64-22 250 - 290°F

PG 76-22 300 - 325°F

Page 6-17, Subarticle 610-3(C), Job Mix Formula (JMF), lines 38-39, delete the fourth paragraph. 

Page 6-18, Subarticle 610-3(C), Job Mix Formula (JMF), line 12, replace “SF9.5A” with “S9.5B”. 

DB00412 28 ADD 1 LENOIR
open overnight.  Such areas shall be made safe by the placement of solid material at a 6:1 or flatter slope.  
All open areas shall be identified and guarded by adequate traffic control devices as directed and approved 
by the Manual of Uniform Traffic Control Devices (MUTCD), 2018 Roadway Standards Drawings, and the 

Engineer. 

Remove and satisfactorily dispose of vegetation and debris from within the project limits.  All waste disposal 
shall be in accordance with state, federal and local regulations regarding the disposal of waste material.  All 
permits and fees for any such disposal shall be the responsibility of the Contractor, and the Department shall 
not be held liable for disposal of any materials outside the project right of way. 

Measurement and Payment

Grading will be paid in accordance with Article 226-3 of the Standard Specifications.  No separate 
payment will be made for borrow as it shall be incidental to the comprehensive item Grading.
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